
For custom battery cables for 1987 automobiles this form must be completed. 
 
What is the distance between the holes on the cables? 
Negative Cable options: 
Is it a top or side post? 

 
How long does the cable from the battery to engine cable ground need to be? 
What gauge of cable do you want? 
Is it a straight, 45° or 90° terminal? 
What size is the hole in the terminal? 

 
How long does the battery cable to body cable ground need to be? 
What gauge of cable do you want? 
What size is the hole in the terminal? 
Is it a straight, 45° or 90° terminal? 

 
 Custom destination: 
 How long does the battery cable to ___________________ need to be? 
 What gauge of cable do you want? 

What size is the hole in the terminal? 
 Is it a straight, 45° or 90° terminal? 
 
Positive Cable options: 
Is it a top or side post? 
 
 How long does the battery cable to starter cable need to be? 
 What gauge of cable do you want? 
 What size is the hole in the terminal? 
 Is it a straight, 45° or 90° terminal? 
 

How long does the battery cable to alternator cable need to be? 
What gauge of cable do you want? 
What size is the hole in the terminal? 
Is it a straight, 45° or 90° terminal? 

 
Custom destinations: 

 How long does the battery cable to ___________________ need to be? 
 What gauge of cable do you want? 

What size is the hole in the terminal? 
 Is it a straight, 45° or 90° terminal? 
 

How long does the battery cable to ___________________ need to be? 
 What gauge of cable do you want? 

What size is the hole in the terminal? 
 Is it a straight, 45° or 90° terminal? 
 
NOTE: IF ANY OF THE WIRES HAVE A WEATHER PACK/METERI PACK CONNECTORS, YOU MUST SEND IN 
PICTURES OF THE CONNECTORS.  
Email to sales@hawksmotorsports.com or fax to 864-306-1939. 


